NOTES:

1. ALL DIMENSIONS ARE IN INCHES. DIMENSIONS SHOWN IN
BRACKETS ARE IN MM FOR REFERENCE ONLY.

2. CLAMPING FORCE: 200#/90.7kg

3. CHOICE OF MATERIAL:
STEEL - PLATED ZINC AND CLEAR CHROMATE
STEEL - BRIGHT PLATED NICKEL CHROME
AVAILABLE IN STAINLESS STEEL

4. LOCKING/UNLOCKING LATCH TAKES 3/4" TURNS OF THE
OPERATING KEY (HOOK WILL RETRACT FULLY INTO CASE).
LATCH MAY BE OPERATED FROM EITHER SIDE.
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IF LESS ROTATION (1/2 TURN)
OF OPERRATING KEY IS REQUIRED
AFFIX COCKING RIVET HERE.
(HOOK WILL NOT RETRACT FULLY).
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DIMENSIONS WHEN MOUNTED AND LOCKED
LATCH AND RECEIVER CASES TOUCH WHEN LOCKED

ACCESS FOR
7/32" HEX KEY
OR HANDLE
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LATCH S1125-1R-562

#10 PAN HEAD
PHILLIPS SCREW

RECEIVER R400-1R-562

SMALL TYPE 1R
LATCH & RECEIVER
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